77y _HVP MUR405G thru MUR4100G

ULTRA FAST RECTIFIERS REVERSE VOLTAGE - 50 to 1000 Volts
FORWARD CURRENT - 4.0 Amperes
DO-27
FEATURES —_—

@Ultra fast switching for high efficiency

@Low leakage current
@High forward surge capability
@Solder dip 260°C, 40s 052 (1.3)

- Dia.
@Component in accordance to RoHS 2002/95/EC 984 2_5.0} .048 (1 -2)
and WEEE 2002/96/EC in

FEATURES

@Case: JEDEC DO-201AE molded plastic body 375 (9_5)

@Terminals: Plated axial leads, solderable per 335 {8.5)
MIL-STD-750,Method 2026

@Polarity: Color band denotes cathode end

220 (5.6) _
197 (5.0) Dia-

@Mounting Position: Any

@ Weight:1.04 grams 984 (25.0)
Min

Dimensions in inches and (millimeters)

MAXIMUM RATINGS AND ELECTRICAL CHARACTERSITICS

Ratings at 25°C ambient temperature unless otherwise specified.

Single phase half-wave 60Hz,resistive or inductive load,

for capacitive load current derate by 20%.

MUR MUR MUR MUR MUR MUR | MUR MUR
CHARACTERISTICS SYMBOL| 4056 | 410G | 4156 | 420G | 440G | 460G | 480G | 41006 | YN

Maximum recurrent peak reverse voltage VRRM 50 100 150 200 400 600 800 1000 \%
Maximum RMS voltage VRMS 35 70 105 140 280 420 550 700 \Y
Maximum DC blocking voltage Vbc 50 100 150 200 400 600 800 1000 \Y
Maximum average forward rectified current

» T [7A%) 4.0 A
0.375”(9.5mm) lead length at Ty=55C
Peak forward surge current 8.3ms single half sinewave IFsm 150 A
superimposed on rated load (JEDEC Method)
Maximum instantaneous forward voltage at 4.0A VF 1.0 | 1.28 | 1.85 \%
Maximum DC reverse current @TA=25C IR 10 uA
at rated DC bolcking voltage @TA=100C 150
Maximum reverse recovery time (NOTE 1) trr 45 | 50 | 75 nS
Typical thermal resistance (NOTE 3) ReJa 20 TIW
Typical junction capacitance (NOTE 2) CJ 60 pF
Operating junction capacitance Ty -65to + 150
Storage temperature range TsTG -65to + 150

Notes:1.Reverse recovery condition Ig=0.5A,1g=1.0A,Irr=0.25A

2.Measured at 1MHz and applied reverse voltage of 4.0V D.C.

3.Thermal resistance from junction to ambient at 0.375”(9.5mm)lead length,P.C.B. mounted
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RATING AND CHARACTERTIC CURVES
MUR405G thru MUR4100G
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FIG. 1 - FORWARD CURRENT DERATING
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FIG.4-TYPICAL INSTANTANEOUS FORWARD
CHARACTERISTICS
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FIG.5-TYPICAL REVERSE CHARACTERISTICS
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.Hy Legal Disclaimer Notice

Disclaimer
ALL specifications and data are subject to be changed without notice to improve reliability function or design or other reasons.

HY makes no warranty, representation or guarantee regarding the suitability of the products for any particular purpose or the co-
tinuing production of any product. To the maximum extent permitted by applicable law, HY disclaims (i) any and all liability arising
out of the application or use of any product, (ii) any and all liability, including without limitation special,consequential or incidental d-
amages, and (i) any and all implied warranties, including warranties of fithess for particular purpose, non-infringement and merch-

antability.

Statements regarding the suitability of products for certain types of applications are based on HY’s knowledge of typical require-
ments that are often placed on HY products in generic applications. Such statements are not binding statements about the suitabi-
lity of products for a particular application. It is the customer’s responsibility to validate that a particular product with the properties
described in the product specification is suitable for use in a particular application.Parameters provided in datasheets and specific-
ations may vary in different applications and performance may vary over time. All operating parameters, including typical paramet-
ers, must be validated for each customer application by the customer’s technical experts. Product specifications do not expand or

otherwise modify HY’s terms and conditions of purchase, including but not limited to the warranty expressed therein.

Except as expressly indicated in writing, HY products are not designed for use in medical, life-saving, or life-sustaining applicati-
ons or for any other applications in which the failure of the HY product could result in personal injury or death. Customers using or
selling HY products not expressly indicated for use in such applications do so at their own risk.Please contact authorized HY pers-

onnel to obtain written terms and conditions regarding products designed for such applications.

No license, express or implied, by estoppel or otherwise, to any intellectual property rights is granted by this document or by any
conduct of HY. Product names and markings noted herein may be trademarks of their respective owners.
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